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Environmental Protection Agency Pt. 63, Subpt. JJJJJJ, Table 2 

operational standard, or combination thereof, which is promulgated pursuant 
to section 112(h) of the Clean Air Act. 

[76 FR 15591, Mar. 21, 2011, as amended at 78 
FR 7513, Feb. 1, 2013] 

TABLE 1 TO SUBPART JJJJJJ OF PART 63—EMISSION LIMITS 

As stated in § 63.11201, you must comply with the following applicable emission limits: 

If your boiler is in this subcategory . . . For the following 
pollutants . . . 

You must achieve less than or equal to the fol-
lowing emission limits, except during periods of 
startup and shutdown . . . 

1. New coal-fired boilers with heat input capacity 
of 30 million British thermal units per hour 
(MMBtu/hr) or greater that do not meet the defi-
nition of limited-use boiler.

a. PM (Filterable) ..........
b. Mercury 
c. CO 

3.0E–02 pounds(lb) per million British thermal 
units (MMBtu) of heat input. 

2.2E–05 lb per MMBtu of heat input. 
420 parts per million (ppm) by volume on a dry 

basis corrected to 3 percent oxygen (3-run av-
erage or 10-day rolling average). 

2. New coal-fired boilers with heat input capacity 
of between 10 and 30 MMBtu/hr that do not 
meet the definition of limited-use boiler.

a. PM (Filterable) ..........
b. Mercury 
c. CO 

4.2E–01 lb per MMBtu of heat input. 
2.2E–05 lb per MMBtu of heat input. 
420 ppm by volume on a dry basis corrected to 

3 percent oxygen (3-run average or 10-day 
rolling average). 

3. New biomass-fired boilers with heat input ca-
pacity of 30 MMBtu/hr or greater that do not 
meet the definition of seasonal boiler or limited- 
use boiler.

PM (Filterable) .............. 3.0E–02 lb per MMBtu of heat input. 

4. New biomass fired boilers with heat input ca-
pacity of between 10 and 30 MMBtu/hr that do 
not meet the definition of seasonal boiler or lim-
ited-use boiler.

PM (Filterable) .............. 7.0E–02 lb per MMBtu of heat input. 

5. New oil-fired boilers with heat input capacity of 
10 MMBtu/hr or greater that do not meet the 
definition of seasonal boiler or limited-use boiler.

PM (Filterable) .............. 3.0E–02 lb per MMBtu of heat input. 

6. Existing coal-fired boilers with heat input capac-
ity of 10 MMBtu/hr or greater that do not meet 
the definition of limited-use boiler.

a. Mercury .....................
b. CO 

2.2E–05 lb per MMBtu of heat input. 
420 ppm by volume on a dry basis corrected to 

3 percent oxygen. 

[78 FR 7517, Feb. 1, 2013] 

TABLE 2 TO SUBPART JJJJJJ OF PART 63—WORK PRACTICE STANDARDS, EMISSION 
REDUCTION MEASURES, AND MANAGEMENT PRACTICES 

As stated in § 63.11201, you must comply with the following applicable work practice stand-
ards, emission reduction measures, and management practices: 

If your boiler is in this subcategory . . . You must meet the following . . . 

1. Existing or new coal-fired, new biomass- 
fired, or new oil-fired boilers (units with 
heat input capacity of 10 MMBtu/hr or 
greater).

Minimize the boiler’s startup and shutdown periods and conduct startups and shut-
downs according to the manufacturer’s recommended procedures. If manufactur-
er’s recommended procedures are not available, you must follow recommended 
procedures for a unit of similar design for which manufacturer’s recommended 
procedures are available. 

2. Existing coal-fired boilers with heat input 
capacity of less than 10 MMBtu/hr that 
do not meet the definition of limited-use 
boiler, or use an oxygen trim system that 
maintains an optimum air-to-fuel ratio.

Conduct an initial tune-up as specified in § 63.11214, and conduct a tune-up of the 
boiler biennially as specified in § 63.11223. 

3. New coal-fired boilers with heat input 
capacity of less than 10 MMBtu/hr that 
do not meet the definition of limited-use 
boiler, or use an oxygen trim system that 
maintains an optimum air-to-fuel ratio.

Conduct a tune-up of the boiler biennially as specified in § 63.11223. 
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